
FEATURE PACKED !
FAST & SIMPLE OPERATION
60 lb CAPACITY & DUAL-RANGE !
kg CONVERSION AT THE TOUCH OF A BUTTON
MENU-DRIVEN & USER-FRIENDLY
HIGH SPEED THERMAL PRINTER
FREE FORMAT LABEL DESIGN
RUGGED TACTILE KEYS
NETWORK BY USING ETHERNET
OVER 2,000 CHARACTERS PER PLU !
CASH DRAWER
99 FLOATING CLERK!

OPTIONAL:
ADVANCED WINDOWS 95/98/2000/XP
FULLY FEATURED SCALE SOFTWARE !

LP- VFD

OIML

Thermal Label Printing Scale

WE WEIGH THE WORLD !

VER 2.00

ETHERNET TCP/IPETHERNET TCP/IP
NETWORK !!!NETWORK !!!



Label Printing Scale

FLEXIBLE AND RELIABLE NETWORKING

PC MASTER

:  LP-II uses Ethernet(TCP/IP) for the network to program, update,
and maintain sales data for up to 99 scales when PC is master. When
scale is master, then up to 32 scales can be connected. With 6 digit
PLU numbers that can be assigned to 32 departments, you can  parti-
tion the sales data to suit any need. The master receive sales data from
all scales the moment sales are transacted.

SCALE NETWORK

TACTILE SWITCH KEYBOARD
106 Speed keys, [53 2 (SHIFT) ]
Sealed keyboard minimizes possible damage from moisture.
LP - use heavy-duty tactile switches instead of membrane keypads .
Keys strategically placed in order to minimize user effort.

The length of Ethernet Cable is up to Maximum 100m From each Scale to Hub.
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Office

Transmission speed : 10Mbps
Max Cable Length : 100 meters
Max Nodes : 99
Serial Port : 19.2 kbps
Ethernet (TCP/IP) Connectors : RJ-45
Ethernet (TCP/IP) Cable : UTP
UTP : Unshielded Twisted Pair

ON/OFF

RS-232C

Fuse

Network

Cash Drawer
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Max Ethernet Cable
Length : 100m
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SCALE MASTER & SLAVE 



Convenient Cash Drawer.
Fast speed 10Mbps network.
Extended memory
Display:Graphic VFD (LP-2)/
7-segment display (LP-2F)

ADVANCED FEATURES

Advanced features &
user - friendly menu
driven programming .

Large bright Vacuum Fluorescent Display.
Graphical display guides user on how to proceed with 
sales or programming.
Dot -Matrix VFD : 256 x 64 resolution (LP- ).
7-segment VFD (LP-F)

EASY-TO-FOLLOW INSTRUCTIONS

Max Width : 80 mm (3.15 in.)
Max Length : 170 mm (6.70 in.)
Max Roll Diameter : 12 cm (4.72 in.)

VARIABLE LABEL SIZES


